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FUOCO NISSAN
ADDENDUM #4














August 30, 2011
Addendum #4:
Plan A1.0:
· All exterior windows and are 1” insulated Type Low “E”
· All interior windows and doors are not insulated or Type Low “E” with the exception of the windows and doors on Grid G.  The windows and doors on Grid G are insulated but not Type Low “E”

· The FN-8 partitions in the Showroom are furniture items and not part of this bid.

Plan A1.2:

· WB-1 vinyl base is to be installed in all rooms except those that have ceramic tile flooring or CMU walls
· WB-2 ceramic tile base is to be installed in all rooms that have ceramic tile flooring.
Plan 1/A1.3:

· Change Floor FL-3 to FL-1 in Retail Parts 118

· The grid patterns for the floor tile are not drawn to scale.  All floor tile are the same 12” x 12” size.
Plan 2/A1.3:

· Change the Ceiling Type C-3 to C-4 in the Service Department 126
· Change the Ceiling Type C-2 to C-3 in the Unisex Restroom 124
· The building is drawn to 1/8” scale but the grid patterns for the ceilings aren’t.  All grid ceiling patterns should be either 24” x 24” or 24” x 48”
· In Showroom 101 the two “C-2” areas are a 24” x 48” light fixture grid.  The same 9/16” bolt slot grid is to be used as in the C-1 ceilings but on a 24” x 48” pattern.  The “light fixture” perimeter is not to be out of alignment with the C-1 ceiling as drawn.  It is to be in the same grid alignment as the C-1.  The radius’s in the corners is part of the light fixture.
A3.0:

· Delete reference to “Phenolic” restroom partitions.  All partitions are to be stainless steel per page 29 of the specifications.
Plan P1.1 (Impacts C1 and L-1):

· Plumbers are to provide 1” copper water lines for the irrigation system.  Include a backflow preventer.  One line is to be stubbed 2’ outside the sidewalk line at Grids A and 1.  The second line is to be stubbed 2’ into the landscape island at Grids H & 11.  The landscape subcontractor is to make the irrigation connections at these two points.  Delete the copper lines and backflow preventer for irrigation.  There is an existing irrigation system on site.  The landscape subcontractor is to tie into the existing system.
E1.1:

· Luminaire Schedule: The L1-2 – LSI – NIS-K502-0060 is the correct lighting system to be used.  It is to be used in conjunction with a 9/16” bolt slot or grid slot tee ceiling system.  The grid is to be installed by the acoustic subcontractor.  (Note: the radius corner are part of the light fixture)
READ THE INSTRUCTIONS TO BIDDERS AND USE THE BID FORM (Updated to include 6 Alternates)
READ THE ARCHITECTS/GENERAL CONTRACTORS INFO PACK (This is Nissan’s spec book.  Work that does not meet Nissan’s specifications and quality controls will be rejected)

The Bid Form is due prior to 2:00 PM on Thursday, September 01, 2011 via fax, e-mail or delivery.

Attach your inclusions, exclusions and/or terms & conditions as exhibits to the Base Bid form.

Confirm receipt of Addendum #1 on the Bid Form
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